


207 COAXIAL CABLE SAT SERIES "S"
I458 SAT G.I.   5.00     S 12      WHITE 2.03

I457 SAT G.I.   5.00     S 10      WHITE 2.03

I450 SAT G.I.   6.80     S 40      WHITE 2.03

I451 SAT G.I.   6.80     S 60      WHITE 2.03

213 COAXIAL CABLE SAT G.I.
I437 SAT G.I.   3.60     42/PH/45     WHITE 2.05

I401 SAT G.I.   5.00     23/PH/45     WHITE 2.05

I401/BL SAT G.I.   5.00     23/PH/45     BLUE 2.05

I401/G SAT G.I.   5.00     23/PH/45     YELLOW 2.05

I401/N SAT G.I.   5.00     23/PH/45     BLACK 2.05

I401/R SAT G.I.   5.00     23/PH/45     RED 2.05

I401/V SAT G.I.   5.00     23/PH/45     GREEN 2.05

I404 SAT G.I.   6.80     17/PH/45     WHITE 2.06

214 COAXIAL CABLE DIGITAL SAT  G.I.
I407 SAT DIGIT G.I.   5.00     23/PH/80     WHITE 2.07

I407/BL SAT DIGIT G.I.   5.00     23/PH/80     BLUE 2.07

I407/G SAT DIGIT G.I.   5.00     23/PH/80     YELLOW 2.07

I407/N SAT DIGIT G.I.   5.00     23/PH/80     BLACK 2.07

I407/R SAT DIGIT G.I.   5.00     23/PH/80     RED 2.07

I407/V SAT DIGIT G.I.   5.00     23/PH/80     GREEN 2.07

I410 SAT DIGIT G.I.   6.80     17/PH/80     WHITE 2.07

215 SPECIAL COAXIAL CABLE SAT
I404/C/ZH SAT DIGIT G.I.   6.80     17/PH/45   LSZH     GREY 2.08

I447 SAT G.I.   6.80     17/PH/45   PE      BLACK 2.08
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Item I458 Item I457

Description S 12 Description S 10

Application Application

Inner Conductor Material Copperweld Inner Conductor Material Copperweld

Type 1 x 0.80 Type 1 x 0.80

Dielectric Material Polyethylene Foam G.I. Dielectric Material Polyethylene Foam G.I.

mm 3,40 ± 0,05 mm 3,40 ± 0,05

Color White Color White

Shield Material Aluminium / PET foil Shield Material Aluminium / PET foil

µ 9/12 µ 9/12

Coverage 100% Coverage 100%

Material Alluminio Material Alluminio

n x n x mm 16 x 4 x 0,12 n x n x mm 16 x 7 x 0,12

Coverage 60% Coverage 85%

Material Polyester foil Material Polyester foil

Jacket Material Polyvinylchloride 70 Shore Jacket Material Polyvinylchloride 70 Shore

Color White RAL 9010 Color White RAL 9010

mm 5,00 ± 0,10 mm 5,00 ± 0,10

Weight kg / km 22,5 Weight kg / km 24,0

Standards ROHS - CEI 46-1 Standards ROHS - CEI 46-1

Impedance Ohm 75 ± 3 Impedance Ohm 75 ± 3

Capacity pF/m 52 Capacity pF/m 52

Velocity Ratio % 83 Velocity Ratio % 83

Inner Conductor Resistance Ohm/km 190,0 Inner Conductor Resistance Ohm/km 190,0

Shield Resistance Ohm/km 33,0 Shield Resistance Ohm/km 20,0

Return Loss 100-300 MHz dB > 22 Return Loss 100-300 MHz dB > 22

Return Loss 300-900 MHz dB > 20 Return Loss 300-900 MHz dB > 20

Return Loss 900-2150 MHz dB > 18 Return Loss 900-2150 MHz dB > 18

Screening Efficiency 100-900 MHz dB > 85 Screening Efficiency 100-900 MHz dB > 85

Screening Efficiency 900-2150 MHz dB > 85 Screening Efficiency 900-2150 MHz dB > 85

Temperature Range Fixed Install. - 15 °C / + 70 °C Temperature Range Fixed Install. - 15 °C / + 70 °C

Min. Bending Radius Fixed Install. 10 x Diameter Min. Bending Radius Fixed Install. 10 x Diameter

Nominal attenuations @ 20°C  Nominal attenuations @ 20°C  

MHz dB  / 100 

m

MHz dB  / 100 

m5 6,1 5 6,0

10 9,5 10 9,3

230 11,6 230 11,4

470 19,0 470 18,6

600 22,5 600 22,1

860 24,4 860 23,9

1000 27,9 1000 27,4

1350 32,6 1350 32,0

1750 35,8 1750 35,1

2050 39,0 2050 38,2

For the connection of satellite and digital TV reception

equipment

For the connection of satellite and digital TV reception

equipment
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Item I450 Item I451

Description S 40 Description S 60

Application Application

Inner Conductor Material Copperweld Inner Conductor Material Copperweld

Type 1 x 1.00 Type 1 x 1.00

Dielectric Material Polyethylene Foam G.I. Dielectric Material Polyethylene Foam G.I.

mm 4,80 ± 0,05 mm 4,80 ± 0,05

Color White Color White

Shield Material Aluminium / PET foil Shield Material Aluminium / PET foil

µ 9/12 µ 9/12

Coverage 100% Coverage 100%

Material Alluminio Material Alluminio

n x n x mm 16 x 3 x 0,12 n x n x mm 16 x 4 x 0,16

Coverage 40% Coverage 57%

Material Polyester foil Material Polyester foil

Jacket Material Polyvinylchloride 70 Shore Jacket Material Polyvinylchloride 70 Shore

Color White RAL 9010 Color White RAL 9010

mm 6,80 ± 0,10 mm 6,80 ± 0,10

Weight kg / km 40,0 Weight kg / km 43,0

Standards ROHS - CEI 46-1 Standards ROHS - CEI 46-1

Impedance Ohm 75 ± 3 Impedance Ohm 75 ± 3

Capacity pF/m 53 Capacity pF/m 53

Velocity Ratio % 82 Velocity Ratio % 82

Inner Conductor Resistance Ohm/km 120,0 Inner Conductor Resistance Ohm/km 120,0

Shield Resistance Ohm/km 50,0 Shield Resistance Ohm/km 21,0

Return Loss 100-300 MHz dB > 22 Return Loss 100-300 MHz dB > 22

Return Loss 300-900 MHz dB > 20 Return Loss 300-900 MHz dB > 20

Return Loss 900-2150 MHz dB > 18 Return Loss 900-2150 MHz dB > 18

Screening Efficiency 100-900 MHz dB > 70 Screening Efficiency 100-900 MHz dB > 85

Screening Efficiency 900-2150 MHz dB > 70 Screening Efficiency 900-2150 MHz dB > 85

Temperature Range Fixed Install. - 15 °C / + 70 °C Temperature Range Fixed Install. - 15 °C / + 70 °C

Min. Bending Radius Fixed Install. 10 x Diameter Min. Bending Radius Fixed Install. 10 x Diameter

Nominal attenuations @ 20°C  Nominal attenuations @ 20°C  

MHz dB  / 100 

m

MHz dB  / 100 

m5 5,2 5 5,1

10 7,3 10 7,2

230 10,3 230 10,1

470 13,7 470 13,4

600 16,8 600 16,5

860 20,5 860 20,1

1000 22,5 1000 22,1

1350 26,1 1350 25,6

1750 30,3 1750 29,7

2050 33,6 2050 32,9

For the connection of satellite and digital TV reception

equipment

For the connection of satellite and digital TV reception

equipment
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Item I437 Item I401

Description 42/PH/45 Description 23/PH/45

Application Application

Inner Conductor Material Copperweld Inner Conductor Material Bare Copper

Type 1 x 0.40 Type 1 x 0.80

Dielectric Material Polyethylene Foam G.I. Dielectric Material Polyethylene Foam G.I.

mm 1,80 ± 0,05 mm 3,40 ± 0,05

Color White Color White

Shield Material Aluminium / PET foil Shield Material Aluminium / PET foil

µ 9/12/9 µ 9/12/9

Coverage 100% Coverage 100%

Material Tinned Copper Material Tinned Copper

n x n x mm 16 x 3 x 0,10 n x n x mm 16 x 3,5 x 0,10

Coverage 62% Coverage 50%

Material Polyester foil Material Polyester foil

Jacket Material Polyvinylchloride 70 Shore Material Polyvinylchloride 70 Shore

Color White RAL 9010 Jacket Color White RAL 9010

mm 3,60 ± 0,10 mm 5,00 ± 0,10

I401/BL Blue RAL 5015

I401/G Yellow RAL 1021

I401/N Black RAL 9005

I401/R Red RAL 3000

I401/V Green RAL 6016

Weight kg / km 17,5 Weight kg / km 29,0

Standards ROHS - CEI 46-1 Standards ROHS - CEI 46-1

Impedance Ohm 75 ± 3 Impedance Ohm 75 ± 3

Capacity pF/m 55 Capacity pF/m 52

Velocity Ratio % 81 Velocity Ratio % 83

Inner Conductor Resistance Ohm/km 324,0 Inner Conductor Resistance Ohm/km 39,0

Shield Resistance Ohm/km 47,0 Shield Resistance Ohm/km 30,5

Return Loss 100-300 MHz dB > 30 Return Loss 100-300 MHz dB > 23

Return Loss 300-900 MHz dB > 25 Return Loss 300-900 MHz dB > 22

Return Loss 900-2150 MHz dB > 20 Return Loss 900-2150 MHz dB > 18

Screening Efficiency 100-900 MHz dB > 75 Screening Efficiency 100-900 MHz dB > 75

Screening Efficiency 900-2150 MHz dB > 75 Screening Efficiency 900-2150 MHz dB > 75

Temperature Range Fixed Install. - 15 °C / + 70 °C Temperature Range Fixed Install. - 15 °C / + 70 °C

Min. Bending Radius Fixed Install. 10 x Diameter Min. Bending Radius Fixed Install. 10 x Diameter

Nominal attenuations @ 20°C  Nominal attenuations @ 20°C  

MHz dB  / 100 

m

MHz dB  / 100 

m5 12,2 5 5,9

10 16,4 10 9,2

230 21,7 230 11,3

470 37,4 470 18,5

600 38,2 600 22,2

860 43,9 860 24,0

1000 48,4 1000 27,6

1350 58,0 1350 32,1

1750 61,4 1750 35,5

2050 65,3 2050 38,5

2150 39,0

2400 43,7

For the connection of satellite and digital TV reception

equipment

For the connection of satellite and digital TV reception

equipment
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Item I404

Description 17/PH/45

Application

Inner Conductor Material Bare Copper

Type 1 x 1.13

Dielectric Material Polyethylene Foam G.I.

mm 4,80 ± 0,05

Color White

Shield Material Aluminium / PET foil

µ 9/12/9

Coverage 100%

Material Tinned Copper

n x n x mm 16 x 4 x 0,10

Coverage 40%

Material Polyester foil

Jacket Material Polyvinylchloride 70 Shore

Color White RAL 9010

mm 6,80 ± 0,10

Weight kg / km 46,0

Standards ROHS - CEI 46-1

Impedance Ohm 75 ± 3

Capacity pF/m 51

Velocity Ratio % 84

Inner Conductor Resistance Ohm/km 18,0

Shield Resistance Ohm/km 33,0

Return Loss 100-300 MHz dB > 30

Return Loss 300-900 MHz dB > 25

Return Loss 900-2150 MHz dB > 22

Screening Efficiency 100-900 MHz dB > 75

Screening Efficiency 900-2150 MHz dB > 70

Temperature Range Fixed Install. - 15 °C / + 70 °C

Min. Bending Radius Fixed Install. 10 x Diameter

Nominal attenuations @ 20°C  

MHz dB  / 100 

m5 4,2

10 5,8

230 8,8

470 11,9

600 14,9

860 17,2

1000 19,7

1350 23,4

1750 26,0

2050 27,7

2150 29,7

2400 31,8

For the connection of satellite and digital TV reception

equipment
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Item I407 Item I410

Description 23/PH/80 Description 17/PH/80

Application Application

Inner Conductor Material Bare Copper Inner Conductor Material Bare Copper

Type 1 x 0.80 Type 1 x 1.13

Dielectric Material Polyethylene Foam G.I. Dielectric Material Polyethylene Foam G.I.

mm 3,40 ± 0,05 mm 4,80 ± 0,05

Color White Color White

Shield Material Aluminium / PET foil Shield Material Aluminium / PET foil

µ 9/12/9 µ 9/12/9

Coverage 100% Coverage 100%

Material Tinned Copper Material Tinned Copper

n x n x mm 16 x 7 x 0,10 n x n x mm 24 x 7 x 0,10

Coverage 76% Coverage 80%

Material Polyester foil Material Polyester foil

Material Polyvinylchloride 70 Shore Jacket Material Polyvinylchloride 70 Shore

Jacket Color White RAL 9010 Color White RAL 9010

mm 5,00 ± 0,10 mm 6,80 ± 0,10

I407/BL Blue RAL 5015

I407/G Yellow RAL 1021

I407/R Red RAL 3000

I407/V Green RAL 6016

I407/N Black RAL 9005

Weight kg / km 30,0 Weight kg / km 53,0

Standards ROHS - CEI 46-1 Standards ROHS - CEI 46-1

Impedance Ohm 75 ± 3 Impedance Ohm 75 ± 3

Capacity pF/m 52 Capacity pF/m 51

Velocity Ratio % 83 Velocity Ratio % 86

Inner Conductor Resistance Ohm/km 39,0 Inner Conductor Resistance Ohm/km 17,0

Shield Resistance Ohm/km 20,0 Shield Resistance Ohm/km 15,0

Return Loss 100-300 MHz dB > 30 Return Loss 100-300 MHz dB > 30

Return Loss 300-900 MHz dB > 25 Return Loss 300-900 MHz dB > 25

Return Loss 900-2150 MHz dB > 20 Return Loss 900-2150 MHz dB > 22

Screening Efficiency 100-900 MHz dB > 90 Screening Efficiency 100-900 MHz dB > 85

Screening Efficiency 900-2150 MHz dB > 90 Screening Efficiency 900-2150 MHz dB > 75

Temperature Range Fixed Install. - 15 °C / + 70 °C Temperature Range Fixed Install. - 15 °C / + 70 °C

Min. Bending Radius Fixed Install. 10 x Diameter Min. Bending Radius Fixed Install. 10 x Diameter

Nominal attenuations @ 20°C  Nominal attenuations @ 20°C  

MHz dB  / 100 

m

MHz dB  / 100 

m5 5,7 5 4,1

10 8,9 10 5,7

230 11,0 230 8,6

470 18,0 470 11,7

600 21,6 600 14,6

860 23,3 860 16,9

1000 26,8 1000 19,3

1350 31,2 1350 22,9

1750 34,5 1750 25,5

2050 37,4 2050 27,2

2150 37,9 2150 29,1

2400 42,4 2400 31,2

For the connection of satellite and digital TV reception

equipment

For the connection of satellite and digital TV reception

equipment
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Item I404/C/ZH Item I447

Description 17/PH/45   LSZH Description 17/PH/45   PE

Application Application

Inner Conductor Material Bare Copper Inner Conductor Material Bare Copper

Type 1 x 1.13 Type 1 x 1.13

Dielectric Material Polyethylene Foam G.I. Dielectric Material Polyethylene Foam G.I.

mm 4,80 ± 0,05 mm 4,80 ± 0,05

Color White Color White

Shield Material Shield Material

µ 9/12/9 µ 9/12/9

Coverage 100% Coverage 100%

Material Tinned Copper Material Tinned Copper

n x n x mm 16 x 4 x 0,10 n x n x mm 16 x 4 x 0,10

Coverage 40% Coverage 40%

Material Polyester foil Material Polyester foil

Jacket Material Halogen-free M1 Jacket Material Polyethylene

Color Grey RAL 7001 Color Black RAL 9005

mm 6,80 ± 0,10 mm 6,80 ± 0,10

Weight kg / km 46,0 Weight kg / km 40,0

Standards ROHS - CEI 46-1 - IEC 60754.1 Standards ROHS - CEI 46-1

Impedance Ohm 75 ± 3 Impedance Ohm 75 ± 3

Capacity pF/m 51 Capacity pF/m 51

Velocity Ratio % 84 Velocity Ratio % 84

Inner Conductor Resistance Ohm/km 18,0 Inner Conductor Resistance Ohm/km 18,0

Shield Resistance Ohm/km 33,0 Shield Resistance Ohm/km 33,0

Perdite di Rifl. 300 MHz dB > 30 Return Loss 100-300 MHz dB > 30

Perdite di Rifl 900 MHz dB > 25 Return Loss 300-900 MHz dB > 25

Perdite di Rifl 2150 MHz dB > 22 Return Loss 900-2150 MHz dB > 22

Screening Efficiency 100-900 MHz dB > 75 Screening Efficiency 100-900 MHz dB > 75

Screening Efficiency 900-2150 MHz dB > 70 Screening Efficiency 900-2150 MHz dB > 70

Temperature Range Fixed Install. - 15 °C / + 70 °C Temperature Range Fixed Install. - 15 °C / + 70 °C

Min. Bending Radius Fixed Install. 10 x Diameter Min. Bending Radius Fixed Install. 10 x Diameter

Nominal attenuations @ 20°C  Nominal attenuations @ 20°C  

MHz dB  / 100 

m

MHz dB  / 100 

m5 4,2 5 4,2

10 5,8 10 5,8

230 8,8 230 8,8

470 11,9 470 11,9

600 14,9 600 14,9

860 17,2 860 17,2

1000 19,7 1000 19,7

1350 23,4 1350 23,4

1750 26,0 1750 26,0

2050 27,7 2050 27,7

2150 29,7 2150 29,7

2400 31,8 2400 31,8

For the connection of satellite and digital TV reception

equipment. Use this cable where a LSZH sheath is

required.

For the connection of satellite and digital TV reception

equipment. Suitable for underground installation and in

water stagnation areas.

Aluminium / PET foilAluminium / PET foil
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